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Model:
MS-100/ MS-200/ MS-300/ MS-500

"@’rechcom””
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PEER N S:
MS-100/MS-200/MS-300/MS-500M9xk, EEHIMS-1002 REEREIE ; FHMS-200 8N EEEE, EH
MS-3003=1BEIEIE, E£HIMS-500 8 hBE@IE,

= amitE

RIJ(E x 8 x3%): 44.5x482.6 x178.2mm
BHE: 3kg
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2. BRRBIEMBIYREREFRIP , BT,

3. AEHRIERTR RS T,

4. WINIRIZOT, (O RIFAITNEE | 6F AP B =EMNSERNERIE.
5. E#1MS-100/MS-200/MS-300/MS-500%3 Bl AT iE 24 S FEE .

Performance.

The following Performance are for the Intechcom MS - 388 master station.

1. Three channels rather than the usual two.

2.Channels are linkable (A+B) or (A + B + C)with expandable modular designs .

3. Mic switch on for three channel can be tapped forlocking or held and released for momentary.

4. Full duplex, hands-free operation, in moderately noisy environments.

5.Front panel 4-pin XLR used for headset. ;5*’3;&

6.Front panelgreen LED indicates presence of 24VDC across the three circuits. o BBJREE [E: AC85~264V
7.Main power switch(Rear Panel): llluminated. Indicates AC voltage present. « e & DC24V

8. The thumb operated ‘Listen-level’ control regulates the loudness of your headset ear phone only. It has NO « 3B E: 550W (220V/AQ)

effect on the microphonelevel.

- A RE AR 20088
« Bl N\ 400EX

9. Press the "Talk” button and turn up the ‘Listen level’ control on your unit and others on the same circuit as
your - self ,you should now be able to communicate with any of these other outstations.

18. The" Call’'push button flashes a light in all outstations connected to your circuit. It is used to attract
attentionin the event that auser has removed his/her headset.

The MS - 388 master station allowing many beltpacks to be connected together without significantly
changing the circuit performance. The termination networks are automatically removed and inserted during
circuitlinking to ensure a constantimpedance for all circuits.

Technical Specifications:

* Ac power input: 85~264V.

* Power output: 24 volts DCregulated @ 2.5A continuous.
* Power consumption: (At 228V/AC) 558W.

* Transducerimpedances: Mic: 288 Ohms dynamic .

* Earphoneimpedances: 488 Ohms.

* Dimensions (Hx W x D): 44. 5 x 482.6 x 178.2mm

* Weight: 3kg

03 @
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Model:

|J=
28] PRO-MS-2000 / PRO-MS-3000

Performance.
The following Performance: are for the Intechcom Pro-MS3888 Master Station .

1. The Pro-MS-3888 is a 3-Channel Master Stations with a unique hybrid configuration, the 3
channel can be operated independently or linked in A+B and A+B+C modes.

2. High-quality audio characteristic

3.3-channelintercom operation plus additional program sound on XLR cables

4.Record function

5.Dual power supply with automatic change over function

6.Real-Time circuitry for video, audio & communications

7.ProMS-3080880 is expandable modular designs and compatible with most other unbalanced party-
lineintercom devices

Technical Specifications:

* Ac power input: 85~264V.

* Power output: 24 volts DCregulated @ 2.5A continuous.
* Power consumption: (At 228V/AC) 558W.

* Transducerimpedances: Mic: 288 Ohms dynamic .

* Earphoneimpedances: 488 Ohms.

* Dimensions: (Hx W x D): 88. 9 x 482.6 x 178.2mm

* Weight: 5.6kg

close to the purest timbrea _ T
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WERRIENMBRS:
IS JE S R B AL EHBPRO-MS-2000FIPRO-MS-3000F N B S, EFhPRO-MS-2000EH, 0B EEiE
PRO-MS-30008=@i&EEiE.

= amitE

RIJ(E x 3 x3F): 88.9x482.6x178.2mm
E&: 5.6kg

EamiF e

1. EAPENSSHEBT—ERI2UE .

2. BIRBIEMHABIYIREERRF, IEREX.

3. AEHERFRRDIRE T,

4. 2XWINIZOT. IR HAITRE, 5 F A BB ERIRIE.

5. F#1PRO-MS-2000/PRO-MS-3000% Bl T iE#£24 8 FEE L.

6. FHPRO-MS-2000/PRO-MS-3000 5B REIEE.

7. EHIPRO-MS-2000/PRO-MS-3000/E XN R B 11IAYTHEE.

BRASE

. EJREEE AC85~264V

- HIHE & DC24V

« FEEE: 550W (220V/ACQ)
- GBI BEHT: 20088

* BT 400RX
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Model:

|J=
28] PRO-MS-3001A

Performance.
The following Performance: are for the Intechcom PRO-MS-3801A Master Station.

1. The Pro-MS-3881A is a 3-Channel Master Stations with a unique hybrid configuration, the 3 channel can be
operatedindependently or linked in A+B and A+B+C modes.

2. High-quality audio characteristic

3.3-channelintercom operation plus additional program sound on XLR cables
4.Record function

5.Dual power supply with automatic change over function

6.Real-Time circuitry for video, audio & communications

7. Pro-MS-380IA is expandable modular designs and compatible with most other unbalanced party-line
intercom devices

8.Front panel controls provide for turning volums control which regulates the level of the loudspeaker

Technical Specifications:

* Ac power input: 85~264V.

* Power output: 24 volts DCregulated @ 2.5A continuous
* Power consumption: (At 228V/AC) 558W.

* Transducerimpedances: Mic: 288 Ohms dynamic .

* Earphoneimpedances: 488 Ohms.

* Dimensions: (Hx W x D): 88. 9x482.6 x178.2mm
* Weight: 5.8kg

close to the purest timbre.
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Model:
PRO-MS-4000F

- l@ t h ™
BsS
PRO-MS-4000FE ik
PRO-MS-4000FEL SN AN ERF=BEEIEIEE , SRS IheeAN oG A i1EE.
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RIE X XxiF) : 88.9x482.6x178.2mm
BHE :5.8kg
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1. SRR EN L S HEBEFT—EBRI2UBE,

2. BERIBIEHBIREREREP | NaEREt.

3. AEHRIERTR RS T,

4. WINIMZIT. PO RIFHITNEE | AF AP BE=ENS ERNERIE.

5. FHIPRO-MS-4000Fa]iEZ24 5 EE M.
. The Pro-MS-4888F is a 3-Channel Master Stations with a unique hybrid configuration, the 3 channel can be 6. EHIPRO-MS-4000F 5 R = THAS
operatedindependently or linked in A+B and A+B+C modes.

Performance:

The following Performance: are for the Intechcom Pro-MS-4808F Master Station.

7. E#LPRO-MS-4000F=HNEIR B sTIRAITIRE.
8. EHPRO-MS-4000FE B #IUEEIwO.
9. EHLPRO-MS-4000FHBLHEHINAE.

2. High-quality audio characteristic
3.3-channelintercom operation plus additional program sound on XLR cables
4.Record function

5.Dual power supply with automatic change over function

6.Real-Time circuitry for video, audio & communications 1&*%?&
7.Pro-MS-40060F is expandable modular designs and compatible with most other unbalanced party-line - BIRFEE : AC85~264V
intercom devices - BWIHERE : DC24V
8. 0ptical fiber transport for audio signal « #E & : 550W (220V/AQ)
< IEEHEAFEST - 200R%
Technical Specifications: « ENENIBHT : 40088

* ACpowerinput: 85 -264v

* Power output: 24 volts DCregulated @ 2.5A continuous
* Power consumption: (At 228V/AC) 558W.

* Transducerimpedances: Mic: 288 Ohms dynamic .

* Earphone impedances: 488 Ohms.

* Dimensions: (Hx W x D): 88. 9 x 482.6 x 178.2mm

* Weight: 5.8kg
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Model:
PRO-SS-1001

® “@techcom

PROSS-1081

Performance.

l.Intechcom Pro-55-1881 Talkback Loudspeaker Stations operatein one channel modes.

2. Simultaneous talk and listen [full duplex] . when a gooseneck microphone is plugged into the front panel.
3.58 Watt audio amplifier and quality loudspeaker provide highly intelligible reproduction.

4. Front panel controls provide a volume control which regulates the level of the loudspeaker.

5.Main power switch(Front Panel)illuminated .Indicates AC voltage present.

6. The' Call’'push button flashes alightin all outstations connected to your circuit. Itisused to attract
attentionin the event that auser hasremoved his/her headset.

7.The 'Talk’ button and turn up the ‘Listenlevel control on your unit and others on the same circuit as your -
self ,you should now be able to communicate with any of these other outstations.

8. The Pro-5518081 station allowing many beltpacks to be connected together.

without significantly changing the circuit performance. The termination networks are automaticallyremoved
andinserted during circuit linking to ensure a constant impedance for all circuits .

Technical Specifications:

* Ac power input: 85~264V.

* Power output: 24 volts DCregulated @ 2.5A continuous.
* Power consumption: (At228V/AC) 558W.

* Transducerimpedances: Mic: 288 Ohms dynamic.

* Dimensions: (H x W x D): 118 x 328 x 238mm

* Weight: 2.6kg

close to the purest timbre.

BRiBEER S H1uPRO-SS-1001
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RI@ExZTEx%F) : 110x320x230mm
HE : 2.6kg
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Model:
PRO-SS-1024-UPS

® “@techcom
frrpe—

Performance.

l.Intechcom Pro-55-1824-UPS Talkback Loudspeaker Stations operateinone channel modes.
2. Simultaneous talk and listen [full duplex] . when a gooseneck microphone is plugged into the front panel.
3.58 Watt audio amplifier and quality loudspeaker provide highly intelligible reproduction.

4. Front panel controls provide a volume control which regulates the level of the loudspeaker orin the
earspeakerin the headset/handset.

5. Main power switch(Front Panel)illuminated .Indicates AC voltage present.

6. The  Call’'push button flashes alightin all outstations connected to your circuit. Itisused to attract
attentionin the event that auser hasremoved his/her headset.

7.The ‘Talk button and turnup the ‘Listenlevel control on your unit and others on the same circuit as your -
self ,you should now be able to communicate with any of these other outstations.

8.Dual power supply(DCV / Battery) with automatic change over function.

The Pro-551824UPS station allowing many beltpacks tobe connected together without significantly changing
the circuit performance. The termination networks are automatically removed and inserted during circuit
linking to ensure a constantimpedance for all circuits.

Technical Specifications:

* Ac power input: 85~264V.

* Power output: 24 volts DCregulated @ 2.5A continuous.
* Battery output: 24 volts @ 7A continuous.

* Power consumption: (At228V/AC) 558W .

* Transducerimpedances: Mic:288 Ohms dynamic.

* Dimensions: (H x W x D): 118 x 328 x 238mm
* Weight: 2.6kg

close to the puresttimbrea _
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Model:

|J=
S PS-310/ PS-320

Performance.

The P5-318 power supply is intended to be used in systems which require only one power supply circuit. Up to
25 belt-packs may run on this system without creating hum or overheating the power supply. We recommend
no more than two loudspeaker stations

Older belt-packs. particularly those with incandescent (rather than LED) signal lamps should be added with
caution as they draw much more current.

The PS-318 systeminterface provides precise voltage regulation, further smoothing of the DC current (AC hum
elimination). automatic overload/short-circuit protection, the PS-328 is dual power supply provide automatic
change over function.

Technical Specifications:

* Ac power input: 85~264V.

* Power output:24volts DCregulated @ 2.5ADC output.

* Power consumption: (At 228V/AC) 558W.

* Dimensions: (Hx W x D): PS-318: 222 x 145 x 55mm [ PS-328: 268 x 185 x 96mm
- Weight : PS-318: 8.8kg / PS-320: 1.8kg

close to the purest timbre.

"@’rechcom””

POWER SUPPLYH;&

BEEEA—MELBEERFENZL . ABEEANIntechcomRRITIES(EHIRMEMERERGEZEE. TG
IntechcomftBIgRT 5Clear-com/TelexIFEERXRAFHS.

= amitE

RI@E x B xi®) : PS-310:222x145x55mm / PS-320: 260 x 185 x 96mm
BE& : PS-310:0.8kg/PS-320:1.8kg

Fmiva

1. PS-310{tEB s R EBIRIEH=@ENER , HPACHANAI50/60HZ85 ~264VASRE , it N24VDCHE
TREE,

2. PS-320HEB RS EXNERIRMH =B EMEBIR , EFPACH AN I50/60HzHI85~264VAZRE , HiH924VDCHIE
TREE.

EARASE

- EBJEERJE : AC85~264V

- HIHEE : DC24V

- #HE : 550W(220V/AQ)
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Model:
|J=
58] DA-4001

Performance.
Detect whether the input signal and output are overload or short circuit .

Passive Splitter BOX. Rear (Back)Panel Connections:

Oneinput to four Output Cable Splitter
* Dimensions: (H x W x D): 58 x 96 x 185mm

Intelligent Detection Function Indicator OUT3 /843

- Weight: 8.4kg 0 6 40 ) T BEAR kT Tl
ouUT2/ gEith2 OUT4 / igiH4

P&EDA-4001
BERINERNE  TEHRAE. D&S2BE— MARRO M HE , ISLIHRBET AZEERD
fe.
BESUINEE RURAGSEEEE  BUHERESETRKIGHE.
= il
cRI@E X XF) : 50x96 x 105mm
* B8 : 0.4kg INPUT/AGA OUT1 /&1

15
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Model:
BP-1001

Performance.
The followingintechcom are for the BP-1881Beltpack.
1. Plug aheadsetinto the XLR type 4-pin socket on the back of the unit.

2. Plug the standard microphone cable from your power supply or master stationinto the XLR 3-pin type
socket on the back of the unit.

3. Press the mic button and turnup the ‘Listenlevel’ control on your unit and others on the same circuit as your
- self.

4. You should now be able to communicate with any of these other outstations.

5. The thumb operated ‘Listen-level control regulates the loudness of yourheadset ear phone only. It has NO
effect on the microphone level.

6. The microphone amplifier gainis factory adjusted to suit most types of headset microphones.
7. The flash signal push button flashes alightin all outstations co toyourcircuit. [tisused to attract

attentionin the event that auser hasremoved his/her headset.

8. The BP-1881is compatible with Clear-Com and other unbalanced party-line headsetintercom systems.

close to the purest timbre.

"@’rechcom””

Technical Specifications:

* Voltage: 24V DCnominal.18-38V DC acceptable.

* Current consumption: 28 mA with speech, 38 mA with sig nal lamp activated.
« Talk: Push on/push off, self indicating switch.

* Listenlevel: Thumbwheel operated potentiometer.
* Dimensions: (HxW x D): 58 x 96 x 185mm
* Weight:0.35kg

FESHBP-1001

HAEHBPERNRBEESY, BIINERIIE vEELNETE FTEEIEHXIZH wE8FUiERIT, w8
FEIUi%EH, REEEIEEE FiaintechcomfEBHIIYTI 5Clear-com/TelexIF B R NERATRS.

[ E

« R (E x B x3%): 50 x 96 x 105mm
- 888:0.35kg

Rear (Back)Panel Connections:

4-pin Male XLR
Headset/ H¥l / 5§

Intercom / AiEEO CALL /MY TALK / @iE

Volume | S 25§38

Intercom / iEELO
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Y e t ™
echcom
Model: @
% BP-1001-FL
Technical Specifications:
* Voltage: 24V DCnominal .18 -38V DC acceptable.
* Current consumption: 28 mA with speech, 38 mA with signallamp activated.
* Talk: Push on/push off, self indicating switch.
* Listenlevel: Thumbwheel operated potentiometer.
» DC=+24y
* Dimensions: (HxW x D): 88 x 96 x 145mm
* Weight:8.4kg

EE#1BP-1001-FL
BP-1001-FLEHAESIETITNMAEESY, , & TBP-100125MI04E , RESERINT BREERIT.

[ TR

+DC: 24V

s RIGE x T xR : 88x96 x145mm
Performance. - EE: 0.4kg

The followingintechcom are for the BP-1881-FL Beltpack.

1. Plug aheadsetinto the XLR type 4-pin socket on the back of the unit.

2. Plug the standard microphone cable from your power supply or master stationinto the XLR 3-pin type
socket on the back of the unit.

3. Press the mic button and turn up the ‘Listenlevel control on your unit and others on the same circuit as your

- self.

4. You should now be able to communicate with any of these other outstations. Rear (Back) Panel Connections:

5. The thumb operated ‘Listen-level control regulates the loudness of yourheadset ear phone only. It has NO
effect on the microphone level. ESIERT

6. The microphone amplifier gainis factory adjusted to suit most types of headset microphones. / \

7. The flash signal push button flashes alightin all outstations co toyourcircuit. [tisused to attract
attentionin the event that auser hasremoved his/her headset.
8. The BP-18BIFLis compatible with Clear-Com and other unbalanced party-line headset intercom systems.

9. BP-1881-FL includes all the functionalities of the BP-1881beltpack and plus the flash light properties on the CALL /MY
BP-1801.

Intercom / AAi@IEN Intercom / @O TALK / &iE

4-pin Male XLR
Headset/ Bl /i&&

Volume /| BE1=HIz8
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Model:
IF-2

'@’rechcom””

Rear (Back) Panel Connections:

‘ 4-pin Male XLR

Intercom / RNi@#EEO xif#N, / FE4H / IPAD

Intercom / PiEELO

Performance.
The Intechcom IF - 2interface ( with transformerisolated)
for permits communications between a cableintercom system and standard simplex ( press to talk )

transceivers, include cell phone device.

Technical Specifications: IF-2-X AR S IF-2-FHH0EREL
. DC Power: 24 volts . * Connceting Cable for Walkie Talkie. + Connceting Cable for Mobile Phone .

* Inputimpedances: 668 Ohms. «Connceting Cable for PASystem.
* Dimensions: (Hx W x D) :58 x 96 x 185mm.

* Weight:358g.

IF-29 E# O

IF-2 NEEO (RERERXER )  AEARELAEEERAIBEBIILEII AL , FHIERERER.

EASH
« BBE : DC 24V
< BN : 600QF IS ESE
« R (H*W*D ) : 50*96*105 .
RT (ATWD) m et =)
« H5&:3509 Walkie Talkie Mobile phone
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Model:
CD 400-200S/CD 400-200M

FEATURES

* Reference quality. closed ear monitors.

* High suppression of ambient noise.

* Soft, circumaural ear pad.

* Noise cancelling microphone.

* Dynamic, Unidinectional microphone capsule.
* Very high gain-before-feedback.

* Flexible gooseneck for optimal positioning.

* Single-ear-version: CD486-28065 .
* Double-ear-version: CD488-286M.

Headphone Specifications

Transducer Principle: Dynamic.
Operating Principle: Closed.
Transmission Range: 18Hz ~ 22KHz.
Nominal Impedance: 488 ochms (CD488-2885)
268 ohms (CD4868-266M)
Nominal SPL at 1IKHz: 96dB
T.H.D.:<B.2%

Nominal Power Ratin: 188mW

Microphone Specifications

Transducer Principle: Dynamic
Transmission Range: 188 ~ I12KHz
Polar Pattern: Unidinectional

Nominal Impedance: 288 ochms

Made in China c €

CD400-200S

CD400-200M

close to the puresttimbre. .
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techcom”

AERH TEARERKIZZRIER TMHEEEERIERE , CD - 400 - 200S / CD - 400 - 200M RZ{#tT

BIFRURIRINGE , A BN ARERTAENEEIBIER

BRARESH
- EHRE.

- E#1PE%1 : 400 RX (CD - 400 - 200S) ./ 200 EX (CD - 400 - 200M) .

« JRERNARL : 10Hz -- 22KHz .
- IFEAEESH:96 dB.
cIEEINZE:100 mw.

- AR .

- SAERMMA : 100Hz -- 12KHz .
- 1EEBEHL : 200 BX .

EEVVEEN

2N1d ENOHdﬁfh
=
9N7d DIW
=

Headphone/Microphone
Wiring Diagram
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Model:
GM-18

GM - 18 Gooseneck Dynamic Microphone.

Technical Specifications:

* GM - 18 Cardioid Dynamic Microphone.

* Frequencyrange 50..16808Hz.
* OQutput connector XLR-M.

* Ratedimpedance 22860 +30%.
* Length 18 inch.

* Weight 8.265Kg.

GM-18 FEEEMIER

= mitg
KE : 18"
B 0.265kg

BRASH

* GM -18 L EUE R s B HE INIE &
s SAZMEM : 50Hz-16KHz

- B XLRERED

- BT 0 200Q+30%

close to the purest timbre.

Model:
HM-8

Performance.

The HM-8is aHand Microphone style dynamic microphone. It is
supplied with ahanger bracket for vertical storage and is compatible
with most user stations. The HM-8is terminated with an XLR plug.
Availableinblack color.

Technical Specifications:

* HM - 8 Cardioid Dynamic Microphone.
* Frequencyrange: 58 -126688 Hz.

* Qutput connector: XLR-M.

* Ratedimpedance:80Q+18%.

* Weight: 118g.

HM-8 FIKzhE &R

HM-8 FekahEiEE A EFEPRO-SS-1001F0PRO-SS-1024-UPS##l

=i

BE=: 0.1kg

RASH

« HM -8&1BIiE « SRENME : 100HZz-12KHz - & : XLRE{kEQ

Model:

AM-150-2KS
Performance.
Single ear light version headset.
Technical Specifications:

* Microphoneimpedances: 2088 Ohms.

* Earphoneimpedances: 158 Ohms.

* Weight:68g.
BHREHNEER
RASH

- 1EfEBE$T : 200 RX .
- E#LBE4T : 150 BX
- HEE:68g.

"@’rechcom””

- BT : 8Q+10%
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Ll T Optical CALL Gooseneck Power | Loud ]
Model ﬂ% Name gw Channel A|Channel B| Channel C| Channel D|channel E| Both ﬁ?ﬁcm o< | us8 any H”ﬁigis;% %UB; ol LE0 [ Ar;;;;;r s;l;“;;:r UPS Beeper| Hand Mic
MS-100 EWAUERBINT
(1 channel
MS-200 EH 1UEBING
(2 channel) MaSterStlaS%nef/izcghannel)'
MS-300 ENAUEREINT
( 3 channel) MaSterStlaSoDneE/?cghannel)'
MS-500 EH 1VEREINS
(5 channel) MaSterStlaSoDneE/?cg.‘annel)'
PRO-MS-2000 LB EN, 2USBIINS

(2 channel)

Master Station (2 Channel ).
Professional 2 U Device .

<
<

<
<
<
<

<

<
<

<

PRO-MS-3000
(3 channel)

TABEN 2UE BT

Master Station (3 Channel).
Professional 2 U Device .

<
<

=2
=2
<
)

<

<
<

<

PRO-MS-3001A

EABFEN+HU\ 2UEBINT

Master Station .
Professional 2 U Device .

<
<

<
<
<
g

<

<
<

<

PRO-MS-4000F

BB FH2UEBINS

Profcysz?;igls;alji%r;\./ice .
PRO-SS-1001 Talkback Lou%j:peaker Station.
? .
PRO-SS-1024-UPS | ""“ux t,‘;“j’}r%efuk:;.sﬁ“°”
PS-310 FoverSonmy
BRI R
PS-320 DuaI;:wer Slljpply.
DA-4001 e et
BP-1001 i;eﬂﬁiéag%@
BP-1001-FL zﬁpﬁfﬁﬁfrﬁﬁ?
BESLEXHA BEA
CD400-200S Single ear version headset .
BESLERSHA EA
CD400-200M Double ear version headset.
BHREE
AM-150-2KS Single ear light version headset .
16EE R g A
CM16CH16 16 Channe'jlf:j:_;:g.;ht master
B —Ba/\
CS2 Standa?fciﬁgggijilt,station .
CS2-8 Cfﬁﬁ?ﬁlﬁf&o%wﬁuifir .
HM-8 R
GM-18 Gooser?e}gyﬁr:%iﬁijclﬁiﬁ)phone.
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Basic Configuration Basic Configuration
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(=1 [T=1
BEXNARE BEXNALRES
CD4eo-2088S CD4yee-266M CD4ee-288s CD4ee-266M
BP-1601 BP-1601 iy BP_-IBB-I . BP-'laa'l
x12 « x24
mA128 mK248
| MS-100 BP-1801 BP-1001
PRO-MS20808/MS-200 BP-1001 BP-1001 BP-1001
- x12
mAL2E
CD4ee-288S CD4yee-266M
CD4eo-208a8S CD4yee-266M
[Q¢ XB
RA8H
R REE
Range of Application
— BP-1801 BP-1001 _
)) BP-1001
- EBPA Army. . x8
- BHE Library. mA8E
- PRO-MS-3000/MS-300
. FEE ThemePark. CD4eo-2088S CD4ee-266M
- ERR Hospital.
- BE School.
F-2 DSPEEREINAY P AT ]
DSP Matrix Amplifier. Ceiling Speaker.
(4 xa
RX8E
CD4eo-2088S CD4ee-266M
-MS- i DSPEEBEINEY HEEEE
PRO-MS-3601A IF-2 DSP Matrix Amplifier. WallMount Speaker.
BP-1801 BP-1001 BP-1001 . BP-1801
' x24
mK248
PS-318/PS-320
— CD4ee-288s CD4ee-288s CD4ee-288s
. DSPIERELIAY SHEH
DSP Matrix Amplifier. Horn Speaker.
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Basic Configuration

e EAMERE

[ e

techcom”

CD4ee-208S CD4ee-266M
C( x8
RA8&
- C( x8
mA8H
C( x8
RA8&
cD4ee-c2e6s cD4ee-caeM
BP-1001 PA ERAS&
Mixer TALK BACK
IF-2
16 C.Cue Liight
16EEKT HIRTHREM
Cue light master station .
FREIFRMRRET BR&aRTT EIFAHREBRTIT ERHERTIT

Cue light outstation for
Band Leader.

Cue light outstation for

Cue light outstation for
Backstage.

Cue light outstation fof | Cue light outstation for

Host Platform .

chairman Platform .

GM-18

PRO-MS-3801A
usB

“#@)techcom

PRO-SS-1881/PRO-5S-1824-UPS

CD4ee-2@8s

CD4ee-288S CD4ee-286M

BP-1@01 BP-1801

BP-1601

X iH

Walkie Talkie

Fih

Mobile phone

IF-2

HM-8

CameraPosition.

CD4ee-28es

EardS=E

Rehearsa, Dressing Room
/ Backstage.

PRO-S5-1881/PRO-55-1824-UPS

BP-1801-FL

PRO-MS-480606F

CD46B6-2808S CD4eno-288S
BP-1801 BP-1801
PRO-MS-4B800F
— P 1713 5
CD466-2808S cCD4eno-288S
BP-1001 BP-leel BP-1001
L x4
mA248
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B INTECHCOM System Diagram(For Reference and DIscussion Only)
HEHENERLERE (SERITIEH)

FHIEXT#E-RE) F &S ETruss Mz ASBHLEDRR MBBENSiE
LiftingLightingbox - Centre LiftingLaser Circle Truss Arc-shape Retractable Moving LED Screen CameraDirector
- gak LEDX: 35S
[Lﬁﬁﬁt{fhzﬂuox-Two Sides Baﬁsi%ﬁﬁlfﬁuﬁ Bridge LED aﬁ*\!lzi!:eﬁo Director
FiaFIEL R
OpeningLifting Curtain
FiaFIE iR
Opening Lifting Plate
T s = TEENEN x 2 = EEHHIXAE (FM)
® WirelessIntercom Station x 2 sets ® Wireless Beltpack x 4sets (FM)
FHEE-2
o itinestageE % REEIAE (BARKFHEHRET )
xecutive Producer _ ireless Beltpack x 4 sets
Ch . A led) (=31 Directy Lﬂiflt!ﬁgﬁstl-ge-'l (StageLifting Revolving Thrust Bridge)
SiEENE
Assistant Director %‘é‘)’a’liﬁm

Both Sides of the Backstage

() 4
c h . B (E:;;l;\t:::)Producer gﬂi%ﬁ Interpreter

\ SiE (E88)

Director (FOHArea)

KT 6 e =
c h . c Q.ighting Operator Eﬁ?jﬁ;fﬂlr j

eS| h

Master Station

EE‘IZ*T%QE Backstage Lighting Group

\ BP-1881-FL

iy 2, sle
\ F:;bﬁl_igztng'l?ﬁgrﬂoup ‘ k EK%EE Dressing Room
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